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ABOUT US
Welcome to Fast Lights - Pioneering Excellence in Lighting Solutions

At Fast Lights, we don't just illuminate spaces; we transform them. Our journey is a luminary 
tapestry woven with threads of innovation, quality, and unwavering commitment to excellence. We 
are not just a brand; we are trendsetters in the lighting industry, consistently pushing the 
boundaries of design, technology, and sustainability. 

A Legacy of Excellence, A Future of Innovation

Quality, for Fast Lights, is not a metric but a mantra. 
Our commitment to excellence is reflected in each 
product, rigorously tested to ensure durability, 
energy efficiency, and unparalleled performance. 
Innovation is the heart of our operation, driving us 
to harness the latest advancements and redefine 
the possibilities of light. 

Explore our product catalog and embark on a 
journey where every light fixture is a promise - a 
promise of excellence, innovation, and an 
unyielding dedication to lighting up your world with 
elegance and sophistication. 

Crafting Environments: Specialized Lighting for Every Space

At Fast Lights, we understand that each space has its unique lighting requirements. Our specialized 
lighting segments are designed to cater to the specific needs of various environments, ensuring 
optimal functionality, aesthetics, and efficiency.

 Residential Lighting: Transform your living spaces into havens of comfort and style with our 
Residential Lighting range. Our solutions are designed to create warm, inviting atmospheres in 
homes, combining functionality with elegance to match your lifestyle. 

 Architectural Lighting: Partner with us for Architectural Lighting that elevates your design 
vision. We work closely with architects, offering high-end lighting products and design services 
that comply with the highest standards. From accent lighting to creating mesmerizing interior 
spaces, our solutions are crafted to highlight and enhance architectural features, ensuring every 
design detail is in the spotlight. 

 Commercial Lighting: Illuminate your business spaces with our Commercial Lighting 
solutions, tailored for offices, educational facilities, hospitals, retail, hospitality, and road & 
infrastructure projects. Our range is designed to create welcoming, productive environments, 
ensuring that every space is not just lit but brought to life with light. 

 Industrial Lighting: Step into the robust world of Industrial Lighting with Fast Lights. Our 
solutions are engineered for resilience and precision, enhancing safety, productivity, and clarity 
in demanding environments like manufacturing units, warehouses, and large-scale industrial 
facilities.



FAST FORWARD 2030

Our Vision
EmPower communities for sustainable development.

Achieving Excellence!
Our Brand Promise

Our “Taron Se Sitaron Tak” motto embodies the FAST approach of striving, achieving, and delivering 
EXCELLENCE in all aspects of life. This approach is also reflected in our FAST Forward 2030 
Corporate Philosophy that is steering the growth and expansion  our footprint. of

To be the market leader by delivering excellence
through innovation and capacity building

of all stakeholders.

Our Mission

Our Values
F OCUSED ON

CUSTOMERS UTHENTICA USTAINABLES EAMWORKT
UAN: +92-42-111-000-343
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FAST LIGHTS - COMMITTED TO QUALITY
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At Fast Lights, we understand the importance of reliable and high-quality lighting solutions for 
every customer. Our products are designed to meet the diverse needs of homes, offices, and 
outdoor spaces while ensuring lasting performance. Our commitment to quality is upheld through a 
rigorous testing process to deliver products you can trust.

Our quality control and quality assurance process include:

1. Electrical & Optical Measurements – we carry out detailed analysis of the lighting performance of 
our products using LM-79 testing method which guarantees that the planning data calculated is 
consistent with what is promised. IES files are available online and upon request for developing 
accurate lighting plans and ensure quality solutions.

2. Aging – Electronics products have high chance of failure during the first few hours after which 
their chance of failure reduces. This phenomenon can be seen on the bathtub curve: At Fast Lights 
we carry ou 100% aging of all our products which essentially wipes out chances of an “Early Infant t 
Mortality Failure”.

Decreasing
Failure
Rate

Constant
Failure
Rate

Increasing
Failure
Rate

Time

Early
  Infant
    Mortality
      Failure 

Observed Failure 
Rate

Wear Out 
Failures 

Constant (Random)
Failures

3. IP & IK Testing – We ensure our products have been rigorously tested under extreme conditions 
for ingress and impact protections to maintain a high level of reliability. 

4. Component Parameter Matching – at our state-of-the-art lab, our engineers run simulations on 
our products to ensure current, voltage and temperature readings are within the specified limits to 
ensure reliability. 

UAN: +92-42-111-000-343



Web: www.fast- .comcables  

PRODUCTS HIGHLIGHT
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Lamps

Indoor Luminaires

Bulbs Eco
A Series Bulb

Value
T Series Bulb

Tube Rods Eco
T-8

Endure
T-8

Downlights Eco
Downlight

Eco
Spotlight

Value
Downlight Pro

Value
SMD Spot

BrightSpace LuxArcValue
Grille SpotValue COB

LuxSpace NanoLux LaserLine LaserLux

Ceiling &
Wall Mounted

Value
Surface Downlight PowerLux
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Battens Value
T-5 Batten

Value
Smart Batten

Endure
Linear Light G1

Linear Lights Endure
Linear Light OptiLineSlimLine

Panel Lights Endure
Backlit Panel Pro LumiFlexEndure

HCL Panel
Endure

Backlit Panel G2

Track Lights Value
Track ightl

LuxSpot
RecessedProBeamEco Tracklight

Gravity Laserblade
Tracklight

LuxSpot
Surface

LuxSpot
Tracklight

Gravity
Laserblade

Gravity
Tracklight

Gravity Pro
Laserblade R

Gravity Pro
Laserblade S

Gravity Pro
Tracklight

Gravity Pro
Laserblade Tracklight

Gravity Pro
Pendant

UAN: +92-42-111-000-343
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Outdoor Luminaires

Emergency Lights

Damp Proof Endure
Damp Proof G2 TriLux

Bay Lights Endure
High Bay Vision Glow

Strip & Rope Lights FlexiGlow FlexiGlow
Hydra I

FlexiGlow
Hydra II

Floodlights
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Street Lights Endure
Street Light G2 EclipseValue

Street Light
Endure

Street Light

Architectural
Outdoor

NeoGreenUniEdge DuoBeam QuatroBeam

InBeam

Solo I Solo II Solo III Orbit

Edge UrbanHalo

UAN: +92-42-111-000-343
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BULBS
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ECO A SERIES BULB

PRODUCT FEATURES
Durable PBT Housing
Aluminium Base
Luminous Efficacy 105 lm/W ± 10%
Operating Temperature 10°C – 40°C

APPLICATION AREAS
Residential
Commercial
Retail

Wattages

9W

12W

16W

Luminous Flux

945 lm

1,260 lm

1,680 lm

Voltage Range

AC1 0 265V1 –

AC1 0 265V1 –

AC1 265V45–

DxH (mm)

60x108

65x125

80x155

PF≥0.5 
CRI≥80270°

15,000 hrs 
@L70

SPD
2kV

CCT

3000K 6500K

B-22 E-27

CAP

PRODUCT BENEFITS
Energy Savings Up to 85%
Controlled Blue Light Hazard
Environment Friendly
Reliable Performance
Uniform Light Distribution
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VALUE T SERIES BULB

APPLICATION AREAS
Industrial
Commercial
Retail

Wattages

20W

30W

40W

50W

Luminous Flux

2,100 lm

3,150 lm

4,200 lm

5,250 lm

Voltage Range

AC100–265V

AC100–265V

AC100–265V

AC100–265V

DxH (mm)

80x142

100x172

115x195

130x216

CAP

E-27

D

H

PF≥0.5 
270°

SPD
2kV CRI≥80

PRODUCT FEATURES
Durable PBT Housing
Aluminium Base
Luminous Efficacy 105 lm/W ± 10%
Operating Temperature 10°C – 40°C

15,000 hrs 
@L70

CCT

3000K 6500K

PRODUCT BENEFITS
Energy Savings Up to 85%
Controlled Blue Light Hazard
Environment Friendly
Reliable Performance
Uniform Light Distribution

UAN: +92-42-111-000-343



TUBE RODS
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ECO T-8

PRODUCT FEATURES
Durable  HousingPC Material
Available in Both Single-end and ouble-endD
Connections
Luminous Efficacy 120 lm/W ± 10%
Operating Temperature -30°  – 50°C C

Wattages
18W

Voltage Range
AC100 265V–

L Dx  (mm)
1200x28

PF≥0.5

CCTAPPLICATION AREAS
Supermarkets / Departmental Stores
Warehouses / Parking Garage
Industrial and Manufacturing Facilities
Commercial and Institutional
Stairways / Corridors
Hospitality

CRI≥80

SPD
1.5kV

IP20

2160 lm
Luminous Flux

PRODUCT BENEFITS
Energy Savings Up o 63%t
Robust Construction Ensures Reliability
High Brightness with Uniform Light Output
Quick and Easy Installation

3000K 4000K 5700K 6500K

L

D

150°
20,000 hrs 

@L70

UAN: +92-42-111-000-343
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PRODUCT FEATURES
Durable  & Aluminium HousingPC Material
Available in Both Single-end and Double-end
Connections
Luminous Efficacy 160 lm/W ± 10%
Operating Temperature -30°C – 50°C

Wattages
9W
10W
15W

Voltage Range
AC100-265V
AC100-265V
AC100-265V

L Dx  (mm)
600x28
1200x28
1200x28

PF≥0.9

CCTAPPLICATION AREAS
Supermarkets / Departmental Stores
Warehouses / Parking Garage
Industrial and itutional FacilitiesInst
Hospitality / High-end Commercial Spaces

CRI≥80
50,000 hrs 

@L70

SPD
1.5kV

3000K 4000K

IP20

1,  lm440
1,  lm600
2,  lm400

Luminous Flux

PRODUCT BENEFITS
Energy Savings Up to 73%
Robust Construction Ensures Reliability
High Brightness with Uniform Light Output
Quick and Easy Installation

5700K 6500K

ENDURE T-8

L

D

1 0°3



INDOOR LUMINAIRES
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ECO DOWNLIGHT

PRODUCT FEATURES
High Quality PBT Housing
Luminous Efficacy Up to 90 lm/W ± 10%
Operating Temperature -10°C – 40°C

Wattages

7W

12W

18W

Luminous Flux

595 lm

1,080 lm

1,620 lm

Voltage Range

AC105–265V

AC135–265V

AC155–265V

C, DxH (mm)

75, 112x52

95, 128x52

138, 172x52

PF≥0.5 
120°

SPD
2kV

CCT

3000K 4000K 6500K
APPLICATION AREAS

Residential Lighting
Commercial and Retail Spaces
Offices / Banks / Hospitals
Hospitality / Institutional Facilities
Small-scale Industries

CRI≥80
30,000 hrs 

@L70

D C

H

PRODUCT BENEFITS
Energy Savings Up to 85%
Uniform Illumination
Environment Friendly
Enhanced Color Accuracy with High CRI

UAN: +92-42-111-000-343
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ECO SPOTLIGHT

PRODUCT FEATURES
High Quality PBT Housing
Luminous Efficacy Up to 85 lm/W ± 10%
Operating Temperature -10°C – 40°C

Wattages

7W

12W

18W

Luminous Flux

560 lm

1,020 lm

1,530 lm

Voltage Range

AC85–265V

AC85–265V

AC85–265V

C, DxH (mm)

75, 112x52

95, 128x52

138, 172x52

PF≥0.5 SPD
2kV

CCT

3000K 4000K 6500K
APPLICATION AREAS

Residential / Retail
Boutiques
Offices / Conference Rooms
Educational Institutions
 Hospitality and Institutional Spaces

PRODUCT BENEFITS
Energy Savings Up to 8 %0

IlluminationUniform 
Environment Friendly
 Enhanced Color Accuracy with High CRI

D C

H

60° CRI≥80
30,000 hrs 

@L70
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VALUE
DOWNLIGHT PRO

Wattages

10W

20W

Luminous Flux

1,100 lm

2,200 lm

Voltage Range

AC2 0–240V0

AC2 0–240V0

C, DxH (mm)

90 115x61, 

200 225x84, 

PF≥0.9

CCT

3000K 4000K 5700K

APPLICATION AREAS
Offices / Banks
Residential
Retail
Hospitals and healthcare facilities
 Public areas

PRODUCT BENEFITS
Energy Savings Up to 70%
Dimming apabilityC
Uniform Illumination
Reliable and Durable Performance

  ,000 hrs 50
@L70

SPD
Up to 2kV

PRODUCT FEATURES
Premium Plastic Coated Aluminium Housing

TRIAC DimmableControl Options: 
3CCT Selectable Switch
Luminous Efficacy Up to  lm/W 110 ± 10%
Operating Temperature -20°C – 45°C

IP40

D C

H

90° CRI≥80

UAN: +92-42-111-000-343
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VALUE SMD SPOT

Wattages

8W

8W

Luminous Flux

560 lm

760 lm

Voltage Range

AC220–240V

AC220–240V

C, DxH (mm)

90, 106x84

90, 106x84

PF≥0.9
45°,60°

CCT

3000K 4000K 5700K

PRODUCT FEATURES
Premium Plastic Coated Aluminium Housing
Polycarbonate Optical Lens
Control Options: TRIAC Dimmable
3CCT Selectable Switch
Luminous Efficacy Up to 95 lm/W ± 10%
Operating Temperature -20°C – 45°C

APPLICATION AREAS
Educational Institutions
Offices / Conference Rooms
Hospitality / Retail / Boutiques
Residential
 Commercial spaces

PRODUCT BENEFITS
Energy Savings Up to 70%
Low-glare Design for Reduced Eye Strain
Dimming Capability
Uniform Illumination
Reliable and Durable Performance

CRI≥80

UGR<19
Black

UGR<23
White

C
D

H

SPD
Up to 2kV

IP20

  ,000 hrs 50
@L70
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VALUE COB

PRODUCT FEATURES
Die-cast Aluminium and Plastic Housing
Burgundy Housing, White / Black Trim Finish
Control Options: TRIAC, DALI, 0-10V
Chipset Efficacy 140 lm/W
Luminous Efficacy @3000K 80 lm/W ± 10%
Operating Temperature -20°C – 45°C

Wattages

7W
12W
18W

Voltage Range
Non-dimmable / Dimmable

AC – AC –100 277V / 220 240V
100 277V / 220 240VAC – AC –
100 277V / 220 240VAC – AC –

C, DxH (mm)

55, 63x55
75, 85x77
95, 110x87

PF≥0.9

CCT
APPLICATION AREAS

Luxury Residential Spaces
Retail Stores / Hotels and Resorts
Art Galleries and Museums
Restaurants
Offices and Corporate Spaces

SPD
2kV

SDCM<3
THD<20%

3000K 3500K2700K 4000K

IP20 IK02

560 lm
960 lm

1,440 lm

Luminous Flux
@3000K

PRODUCT BENEFITS
Sleek & Modern Design
Energy Efficient
Customizable Lighting Options
Complies with International Standards
High Visual Comfort

Flicker Free

D

H

C

15°,24°,
36° CRI≥90

30,000 hrs 
@L70

UAN: +92-42-111-000-343



VALUE GRILLE SPOT

PRODUCT FEATURES
Die-cast Aluminium Housing
Polycarbonate Optical Lens

 TRIACControl Options:
Luminous Efficacy Up to 80 lm/W ± 10%
Operating Temperature -20°C – 45°C

PF≥0.9
24°

APPLICATION AREAS
Shopping Malls
Retail
Restaurants
Supermarkets

PRODUCT BENEFITS
Adjustable and otaryR
Up to 70% avings in nergy ostsS E C
Flicker-free
Light niformityU

Wattages

12W

24W

36W

Luminous Flux

960 lm

1,920 lm

2,700 lm

Voltage Range

AC –200 240V

200 240VAC –

200 240VAC –

LxWxH (mm)

185x113x154

294x113x154

404x113x154

CCT

3000K 4000K 5700K 6500K

L W

H

CRI≥80

UGR<19

SPD
Up to 2kV

23
Web: www.fast- .comcables  

IP20

  ,000 hrs 40
@L70
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BRIGHTSPACE

PRODUCT FEATURES
Die-cast Aluminium and Plastic Housing
Gray Housing, White / Black Trim Finish
Control Options: TRIAC, DALI, 0-10V
Chipset Efficacy 140 lm/W
Luminous Efficacy @3000K 80 lm/W ± 10%
Operating Temperature -20°C – 45°C

Wattages

5W
10W
20W

Voltage Range
Non-dimmable / Dimmable

AC – AC –100 277V / 220 240V
100 277V / 220 240VAC – AC –
100 277V / 220 240VAC – AC –

C, DxH (mm)

55, 64x75
75, 83x94

95, 104x110

PF≥0.9
15°,24°,

36°

CCT
APPLICATION AREAS

Luxury Residential Spaces
Retail Stores / Hotels and Resorts
Art Galleries and Museums
Restaurants
Offices and Corporate Spaces

CRI≥90
 ,000 hrs 50

@L70

D

H

C

SPD
2kV

SDCM<3
THD<15%

3000K 3500K2700K 4000K

IP20 IK02

400 lm
800 lm

1,600 lm

Luminous Flux
@3000K

PRODUCT BENEFITS
Sleek & Modern Design
Energy Efficient
Customizable Lighting Options
Complies with International Standards
Long Lifespan with Branded Components
High Visual Comfort

Flicker Free

UAN: +92-42-111-000-343
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LUXARC

PRODUCT FEATURES
Die-cast Aluminium and Plastic Housing
Gray Housing, White / Black Trim Finish
Control Options: TRIAC, DALI, 0-10V
Chipset Efficacy 140 lm/W
Luminous Efficacy @3000K 80 lm/W ± 10%
Operating Temperature -20°C – 45°C

Wattages

12W
2x12W
3x12W
4x12W

Voltage Range
Non-dimmable / Dimmable

AC – AC –100 277V / 220 240V
100 277V / 220 240VAC – AC –
100 277V / 220 240VAC – AC –
100 277V / 220 240VAC – AC –

C, x xH (mm)L W

75*75, 8 8 x5x 5 80
16 *75, 1 8 x5 70x 5 80
240*75, 247 88x92x

160*160, 168 168x92x

PF≥0.9
15°,24°,

36°

CCT

CRI≥90
 ,000 hrs 50

@L70

SPD
2kV

SDCM<3
THD<15%

3000K 3500K2700K 4000K

IP20 IK02

960 lm
1,920 lm
2,880 lm
3,840 lm

Luminous Flux
@3000K

APPLICATION AREAS
Luxury Residential Spaces
Retail Stores / Hotels and Resorts
Art Galleries and Museums
Restaurants / Offices  Corporate Spaces/

PRODUCT BENEFITS
Modular Design
Energy Efficient
Customizable Lighting Options
Complies with International Standards
Long Lifespan with Branded Components
High Visual Comfort

Flicker Free

C

W

L
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LUXSPACE

PRODUCT FEATURES
Premium Plastic Coated Aluminium Housing
Black / White Housing, White / Black Trim Finish
Control Options: TRIAC, DALI, 0-10V
Chipset Efficacy 140 lm/W
Luminous Efficacy @3000K 80 lm/W ± 10%
Operating Temperature -20°C – 45°C

Wattages

5W
10W
25W

Voltage Range
Non-dimmable / Dimmable

AC – AC –100 277V / 220 240V
100 277V / 220 240VAC – AC –
100 277V / 220 240VAC – AC –

C, DxH (mm)

55, 63x74
75, 87x90

95, 105x108

PF≥0.9
15°,24°,

36°

CCT
APPLICATION AREAS

Luxury Residential Spaces
Retail Stores / Hotels and Resorts
Art Galleries and Museums
Restaurants / Offices  Corporate Spaces/

CRI≥90
 ,000 hrs 50

@L70

SPD
2kV

SDCM<3
THD<15%

3000K 3500K2700K 4000K

IP20 IK02

400 lm
800 lm

2,000 lm

Luminous Flux
@3000K

PRODUCT BENEFITS
Sleek & Modern Design
Energy Efficient
Customizable Lighting Options
Complies with International Standards
Long Lifespan with Branded Components
High Visual Comfort
Ultra Low UGR

Flicker Free

D

H

C

5700K 6500K

UAN: +92-42-111-000-343
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NANOLUX

H

D

C

PRODUCT FEATURES
Die-cast Aluminium and Plastic Housing
Black Housing, White / Black Trim Finish

 TRIAC, DALI, 0-10VControl Options:
Chipset Efficacy 140 lm/W
Luminous Efficacy @3000K 80 lm/W ± 10%
Operating Temperature -20°C – 45°C

Wattages

1W
3W

Voltage Range
Non-dimmable / Dimmable

AC – –100 277V / AC220 240V
100 277V / AC220 240VAC – –

C, DxH (mm)

30, 35x45
40, 45x52

PF≥0.5
15°

CCT
APPLICATION AREAS

Task Lighting in Residential
Retail Stores / Restaurants / Hotels / Showcases
Cabinets / Display Shelves
Exhibits in Museums / Galleries / Corridors
Lobbies

CRI≥90
50,000 hrs 

@L70

SPD
1.5kV

SDCM<3

3000K 3500K2700K 4000K

IP20 IK02

80 lm
240 lm

Luminous Flux
@3000K

PRODUCT BENEFITS
Sleek & Modern Design
Energy Efficient
Customizable Lighting Options
Complies with International Standards
Long Lifespan with Branded Components
High Visual Comfort

Flicker Free
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LASERLINE

PRODUCT FEATURES
Die-cast Aluminium and Plastic Housing
Gray Housing, Purple Black Optic Finish

 TRIAC, DALI, 0-10VControl Options:
Chipset Efficacy 140 lm/W
Luminous Efficacy @3000K 80 lm/W ± 10%
Operating Temperature -20°C – 45°C

PF≥0.9
15°,24°,

36°

CCT
APPLICATION AREAS

Luxury Residential Spaces
Retail Stores / Hotels and Resorts
Art Galleries and Museums
Restaurants
Offices and Corporate Spaces

CRI≥90
50,000 hrs 

@L70

SPD
2kV

3000K2700K 4000K

PRODUCT BENEFITS
Sleek & Modern Design
Energy Efficient
Customizable Lighting Options
Complies with International Standards
High Visual Comfort

IP20 IK02
Flicker Free

H

D
C

D

SDCM<3
THD<15%

Wattages

12W
24W

Voltage Range
Non-dimmable / Dimmable

AC100-277V / AC220-240V
AC100-277V / AC220-240V

C, DxH (mm)

170*40, 175 45.5x60.5*
330*40, 334 45.5x60.5*

960 lm
1,920 lm

Luminous Flux
@3000K

UAN: +92-42-111-000-343
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LASERLUX

H D

H
C

PRODUCT FEATURES
Die-cast Aluminium and Plastic Housing
White / Black Housing, White / Black Trim Finish

 TRIAC, DALI, 0-10VControl Options:
Chipset Efficacy 125 lm/W
Luminous Efficacy @3000K 80 lm/W ± 10%
Operating Temperature -20°C – 45°C

PF≥0.9
24°

CCT
APPLICATION AREAS

Luxury Residential Spaces
Retail Stores / Art Galleries and Museums
Hotels and Resorts
Restaurants
Offices and Corporate Spaces

CRI≥80
30,000 hrs 

@L70

SPD
2kV

3000K2700K 4000K

IP20 IK02

PRODUCT BENEFITS
Sleek & Modern Design
Energy Efficient
Customizable Lighting Options
Complies with International Standards
Long Lifespan with Branded Components
High Visual Comfort

Flicker Free

Wattages

10W
20W
30W

Voltage Range
Non-dimmable / Dimmable

AC100-277V / AC220-240V
AC100-277V / AC220-240V
AC100-277V / AC220-240V

C, DxH (mm)

142 38, 162 45 41* * x
275 38, 295 45 41* * x
408 38, 427 45 41* * x

800 lm
1,600 lm
2,400 lm

Luminous Flux
@3000K

SDCM<6
THD<20%



CEILING  WALL MOUNTED&
30
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VALUE
SURFACE DOWNLIGHT

PF≥0.9
CRI≥80

CCT

3000K 4000K 6500K

SPD
kV2

APPLICATION AREAS
Offices / Conference Rooms
Educational Institutions
Hospitality / Boutiques
Residential / Retail

PRODUCT FEATURES
Die-cast Aluminium Housing
Plastic Optic Cover
Luminous Efficacy 100 lm/W ± 10%
Operating Temperature -10°C – 45°C

1 0°2

D H

Wattages

12W

W18

24W

Luminous Flux
1,200 lm

1,800 lm

2,400 lm

Voltage Range
AC85 265V-

AC85 265V-

AC85-265V

DxH (mm)
121x43

1 ×78 43

2 ×30 43

PRODUCT BENEFITS
Easy Installation
Bright and niform ighting istributionU L D
No azardous aterialsH M
Instant / , o arm-up ime equiredON OFF N W T R
Low aintenance equirementsM R

20,000 hrs 
@L70
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POWERLUX

H

D

PRODUCT FEATURES
Powder Coated Die-cast Aluminium Housing
Black / White Housing, White / Black Trim Finish

 TRIAC, DALI, 0-10VControl Options:
Chipset Efficacy 120 lm/W
Luminous Efficacy @3000K 100 lm/W ± 10%
Operating Temperature -20°C – 45°C

Wattages

15W
24W

Voltage Range

AC100-277V
AC100-277V

DxH (mm)

95x150
140x160

PF≥0.9
24°,36°,

45°

CCT
APPLICATION AREAS

Retail Stores / Showrooms / Offices
Living Rooms / Kitchens / Hallways
Hospitality / Restaurants / Lobbies
Gallery / Exhibition Spaces
Educational Institutions

CRI≥90
50,000 hrs 

@L70

SPD
2kV

SDCM<3

3000K 3500K2700K 4000K

IP20 IK02

1,500 lm
2,400 lm

Luminous Flux
@3000K

PRODUCT BENEFITS
Easy Installation
Energy Efficient
Customizable Lighting Options
Long Lifespan with Branded Components
High Visual Comfort

Flicker Free

6500K

UAN: +92-42-111-000-343
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VALUE T-5 BATTEN

PRODUCT FEATURES
Polycarbonate Housing  Milky Plastic Finish with a
Sleek and Modern Design
Linkable for Extended Illumination
Luminous Efficacy 100 lm/W ± 10%
Operating Temperature -20°C – 40°C

APPLICATION AREAS
Cove Lightings / Light Boxes
Mirror Lighting
Indoor Contour Lightings 
Under Shelf Lightings
General decorative lighting

Wattages

9W

18W

Luminous Flux

900 lm

1,800 lm

Voltage Range

AC85 265V-

AC85 265V-

LxWxH (mm)

600x20x36

1200x20x36

CCT

3000K 4000K 6500K

PF≥0.9

L

H

W

PRODUCT BENEFITS
Energy Savings Up to 80%

eat issipation DesignEfficient H D
Environment riendlyF
Low aintenance ostM C

SPD
Up to kV1.5

120° CRI≥80
  ,000 hrs 36

@L70

UAN: +92-42-111-000-343
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VALUE SMART BATTEN

PRODUCT BENEFITS
Energy Savings Up to 70%
Easy Installation
Uniform Illumination
Sleek and Modern Design

Wattages

40W
Luminous Flux

4,000 lm

Voltage Range

AC85-265V

LxWxH (mm)

1200x75x25

APPLICATION AREAS
Residential / Offices
Educational Institutions
Retail
Hospitals

W

H

PRODUCT FEATURES
Iron Housing with  DiffuserPolycarbonate
Instant Start and Flicker-free
Luminous Efficacy 100 lm/W ± 10%
Operating Temperature -20°C – 45°C

CCT

3000K 4000K 6500K

PF≥0.9
120° CRI≥80

IP20 IK02

SPD
Up to kV1.5 20,000 hrs 

@L70
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L

H
W

PRODUCT FEATURES
Die-cast Aluminium Housing with PMMA Diffuser
Polycarbonate Optical Lens
White/Black Finish
Control Options: DALI, 0-10V
Luminous Efficacy 130 lm/W ± 10%
Operating Temperature -20°C – 45°C

APPLICATION AREAS
Shopping Malls / Car Parking
Offices / Meeting Rooms
Educational Institutions
Residential Spaces
General Indoor Use

PRODUCT BENEFITS
Bright and Energy-efficient Illumination
Modern and Adaptable Design
Uniform Light Distribution for Visual Comfort
Supports Seamless Inter-connection
Flexible installation: Hanging, Surface-mounted,
or Recessed
CB Certified Product

Wattages

30W

40W

Luminous Flux

3, 00 lm9

, 00 lm5 2

Voltage Range

AC220-2 V40

AC220-2 V40

LxWxH (mm)

1200x58.6x70

1500x58.6x70

PF≥0.9
SPD

1kV Line-Line
2kV Line-Earth

IP20 IK02

CCT

3000K 4000K 5700K

120° CRI≥80
  ,000 hrs 50

@L70
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ENDURE
LINEAR LIGHT

PRODUCT FEATURES
Die-cast Aluminium Housing with PMMA Diffuser
Polycarbonate Optical Lens
Optional prismatic lens for low UGR
White/Black Finish
Control Options: DALI, 0-10V
Luminous Efficacy 100 lm/W ± 10%
Operating Temperature -20°C – 45°C

Wattages
17W

17W+5W
36W

36W+9W
40W
45W

45W+11W

Luminous Flux
1,700 lm
2,200 lm
3,600 lm
4,500 lm
4,000 lm
4,500 lm
5,400 lm

Voltage Range
AC220-240V
AC220-240V
AC220-240V
AC220-240V
AC220-240V
AC220-240V
AC220-240V

LxWxH (mm)
602x57x76
602x57x76
1212x57x76
1512x57x76
1212x57x76
1512x57x76
1512x57x76

PF≥0.9
SPD

1kV Line-Line
2kV Line-Earth

IP20 IK02

LH

W

CCT

3000K 4000K 5700K
APPLICATION AREAS

Shopping Malls / Retail / Commercial Interiors
Offices / Meeting Rooms
Educational Institutions / Residential Spaces

65°,120° CRI≥80
  ,000 hrs 50

@L70

PRODUCT BENEFITS
Bright and Energy-efficient Lighting
Optional Low-glare Design for Visual Comfort
Supports Seamless Inter-connection 
Flexible Installation / Low Maintenance
CB Certified Product

UAN: +92-42-111-000-343
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SLIMLINE

PRODUCT FEATURES
Aluminium  and Polycarbonate Housing
White/Black Finish

 TRIAC, DALIControl Options:
Luminous Efficacy 75 lm/W ± 10%
Operating Temperature -20°   45°C – C

PF≥0.9

APPLICATION AREAS
Offices / Retail / Education Facilities
Restaurants / Public Spaces
Hospitality
Housing / Residential

50,000 hrs 
@L70

SPD
1kV Line-Line,
2kV Line-Earth

IP20 IK02

PRODUCT BENEFITS
Slim and  DesignStylish
Low UGR for Eye Comfort
Customizable Design
Versatile Application
Supports Seamless Inter-connection

SDCM<6 UGR<19

Wattages
28W
34W
40W

Luminous Flux
2,100 lm
2,550 lm
3,000 lm

LxWxH (mm)
1200x29x103
1595x29x103
1990x29x103

Voltage Range
AC220-240V
AC220-240V
AC220-240V

CCT

4000K 5700K3000K

L

W

H

CRI≥803 °0
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OPTILINE

PRODUCT FEATURES
PC Diffuser, PMMA Lens, Steel Housing, Steel Rail
White/Black Finish

 DALl, Battery Emergency withControl Options:
Automatic Test
Luminous Efficacy 160 lm/W  (Module with ± 10%
Clear Lens), 130 lm/W (Module with ± 10% 
Opal Diffuser)
Operating Temperature -20°  – 45°C C

APPLICATION AREAS
Retail / Public Spaces / Education Facilities

PF≥0.9
24°,60°, 

90°,120°, 25°
50,000 hrs 

@L70

SPD
1kV Line-Line,
2kV Line-Earth

IP20 IK02SDCM<6 UGR<19

PRODUCT BENEFITS
6 Various Optic Lens
Standard 3 Phase Track Integrated
Saving 70% Installation Time and Costs

Wattages
28W
33W
36W
40W
45W
50W
55W
60W
62W
68W
74W

4,480 lm / 3,640 lm
5,280 lm / 4,290 lm
5,760 lm / 4,680 lm
6,400 lm / 5,200 lm
7,200 lm / 5,850 lm
8,000 lm / 6,500 lm
8,800 lm / 7,150 lm
9,600 lm / 7,800 lm
9,920 lm / 8,060 lm
10,880 lm / 8,840 lm
11,840 lm / 9,620 lm

Voltage Range
AC220-240V
AC220-240V
AC220-240V
AC220-240V
AC220-240V
AC220-240V
AC220-240V
AC220-240V
AC220-240V
AC220-240V
AC220-240V

LxWxH (mm)

1516x76x71.5 / 1516x76x86
1516x76x71.5 / 1516x76x86
1516x76x71.5 / 1516x76x86
1516x76x71.5 / 1516x76x86
1516x76x71.5 / 1516x76x86
1516x76x71.5 / 1516x76x86
1516x76x71.5 / 1516x76x86
1516x76x71.5 / 1516x76x86
1516x76x71.5 / 1516x76x86
1516x76x71.5 / 1516x76x86
1516x76x71.5 / 1516x76x86

L
W

HCCT 3000K 4000K 5700K

Luminous Flux
Clear Lens / Opal Diffuser Clear Lens / Opal Diffuser

25°
asymmetric /
symmetric

CRI≥80

UAN: +92-42-111-000-343
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ENDURE
BACKLIT PANEL PRO

PF≥0.9
90°

CCT

3000K 4000K 6500K

W

L

H

CRI≥80

SPD
2kV

UGR<19

PRODUCT FEATURES
Durable Aluminium (Frame) Housing,
Anti-glare Design
Polycarbonate Optical Lens
Prismatic Diffuser for Low UGR
Control Options: TRIAC, DALI, 0-10V
Luminous Efficacy 120 lm/W ± 10%
Operating Temperature -10°C – 40°C

APPLICATION AREAS
Office Areas / Seminar Rooms
Banks / Meeting Rooms
Hospitals / Educational Institutions

PRODUCT BENEFITS
Low G I P Ulare, deal for rolonged se
Reduced ye train, form ight iffusionE S Uni L D
Ensures niformity / High umen fficacyU L E
Energy Savings Up to 85%
Durable, fficient hermal anagementE T M
CB Certified Product

6000K

Wattages
36W
40W
48W
60W

Luminous Flux
4,320 lm
4,800 lm
5,760 lm
7,200 lm

Voltage Range
AC220-240V
AC220-240V
AC220-240V
AC220-240V

LxWxH (mm)
595x595x25 / 603x603x25 / 1195x295x25
595x595x25 / 603x603x25 / 1195x295x25
595x595x25 / 603x603x25 / 1195x295x25
595x595x25 / 603x603x25 / 1195x295x25

IP20 IK02

  ,000 hrs 50
@L70

UAN: +92-42-111-000-343
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PF≥0.9
120°

CCT

W

L

H

CRI≥80

SPD
2kV

UGR<19

PRODUCT FEATURES
Durable, Aluminium Housing
Polycarbonate Optical Lens

 Control Options: TRIAC, DALI, 0-10V
Luminous Efficacy 120 lm/W ± 10%
Operating Temperature -10°C – 40°C

APPLICATION AREAS
Office Areas / Seminar Rooms
Banks / Meeting Rooms
Hospitals
Educational Institutions

PRODUCT BENEFITS
Optimal Light Diffusion
High Lumen Efficacy
Uniform Light Distribution
Energy Savings Up to 85%
Durable Efficient Thermal Management
CB Certified Product

3000K 4000K 6500K6000K

Wattages
36W
40W
48W
60W

Luminous Flux
4,320 lm
4,800 lm
5,760 lm
7,200 lm

Voltage Range
AC220-240V
AC220-240V
AC220-240V
AC220-240V

LxWxH (mm)
595x595x25 / 603x603x25 / 1195x295x25
595x595x25 / 603x603x25 / 1195x295x25
595x595x25 / 603x603x25 / 1195x295x25
595x595x25 / 603x603x25 / 1195x295x25

IP20 IK02

  ,000 hrs 50
@L70

* See Annexure-1
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ENDURE HCL PANEL

PF≥0.9
120°

W

L

H

CRI≥80

SPD
kV1

UGR<22

PRODUCT FEATURES
Human-Centric Lighting (HCL) with Tunable CCT
Precision Optical Design
Control Options: DALI, DALI-2
Luminous Efficacy 90 lm/W ± 10%
Operating Temperature -20°C – 45°C

APPLICATION AREAS
Healthcare Facilities
Educational Institutions
Clean Rooms
Meeting Rooms

Wattages
20W
36W
60W

Luminous Flux
1,800 lm
3,240 lm
5,400 lm

Voltage Range
AC200-240V
AC200-240V
AC200-240V

LxWxH (mm)
595x295x8

595x595x8 / 1195x295x8
1195x595x8

CCT

SDCM<6 IP40 IK06

2700K 6500K

PRODUCT BENEFITS
Durable Build with IK06
Circadian Rhythm Alignment
Comfortable and Glare-free Lighting Experience
Supports Mental Health
Boosts Creativity
Energy-efficient with Reduced Brightness in
Morning / Evening
Easy and Intuitive Lighting Control

40,000 hrs 
@L70

UAN: +92-42-111-000-343
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LUMIFLEX

PRODUCT FEATURES
Aluminium Bracket, Customized Vinyl Cover
Diffuse Optic Cover
Translucent, Matt, Custom Color
Stretch Ceiling Bracket
Control Options: DMX512, TRIAC, DALI, 0-10V
Luminous Efficacy 100 lm/W ± 10%
Operating Temperature -20°C – 50°C

APPLICATION AREAS
Residential Interiors
Commercial Spaces
Retail Spaces
Hospitality
Architectural Lighting

PRODUCT BENEFITS
Non-flammable
Long Lifespan and Low Maintenance Cost
Superior Color Consistency
Minimal Color Shift
Customized Options

Wattages

4W

Voltage Range

24VDC

LxW (mm)

250x250400 lm

Luminous Flux

PF≥0.9
120° CRI≥90

2700K 6500K

CCT

3000K 4000K2700K

Per Module Per Module Per Module

IP20  ,000 hrs 50
@L70
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